
   ZERO IN ON THE 
 Z-MOTION APEX

 SUPER

SUMMER 
SAVINGS! 

$69,950.00 
  COMPLETE

Includes: Z-Motion Universal Radiographic Digital System,  

Integrated Generator, 17x17 Flat Panel, LED Laser Collimator,   

X-ray Tube, Cables, Acquisition System.   

See the following quotation for more details 



CONTROL‐X MEDICAL, INC.    DATE: JUNE 01.2015 

Medical and X‐ray Products   
1755 Atlas St.   
Tel: 614‐777‐9729, Fax: 614‐777‐0395 
Columbus, Ohio 43228  E‐mail: sales@cxmed.com 
 

BASIC Z‐MOTION DIGITAL SYSTEM 
 

INQUIRY NO.  SHIP DATE  FOB  VALIDITY  TERMS 

SUMMER SPECIAL  3‐5 WEEKS  COLUMBUS, OH  30 DAYS  TBD 

 

No  Model No.  Description 

1  1320‐0  PCX 450 HF STR 100 

  40 kW, 100 kHz microprocessor controlled 208/240 three phase, single tube 
high frequency generator.  
Features touchscreen control monitor and indefinite APR capability AEC is 
optional.  
150 kVp, 500 mA, 3 ms (1 ms optional) exposure factors can be set. 
Rated at 150kV/200mA, 100kV/400mA, and 80kV/500mA. 

2  8600  Z-MOTION 
  Universal Digital Stand fully motorized and manual movements, 

counterbalanced for quick and quiet position changes.  
7'10" minimum ceiling height required, 47.25" vertical arm travel, 39”- 9" SID 
range, ± 45° Imager rotation, -30° to +120° arm rotation and ± 90° x-ray tube 
rotation. 100-240 VAC ±10% 50/60 Hz, input power required. 

3  15100‐14  RAD 14 

  Diamond, 150 kVp, 300KHU X‐Ray Tube, RTM Target. High/Standard Speed. 
0.6/1.2 Focal Spots, 12 deg. Target Angle. 3" anode. 27/75kW (3‐phase High 
Speed). Connected to the generator via 35’ High Voltage cable. 

4  R 108  RALCO R‐108   

 

R-108/724 certified manual 150 kVp collimator  
Features LED Field Indicator, Laser Pointer and free head rotation.  

5  FDX 4343R  APEX 4343R 

  17” x 17” fixed Cesium Iodide (Csl) digital image detector with 143 micro pixel 
size. 16.9” x 17.3” active detector and 3008 x 3072 matrix size. 

6  SW 1000  APX DICOMPACS DX‐R 

  Professional acquisition software for the connection and control of a single or 
dual direct digital flat panel detector with an up to date graphic user 
interface, intuitive operation via touch screen and an adaptable organ specific 
image processing. It includes a Diagnostic Module, the Multimedia 
Radiographic Positioning Guide and operating computer and monitor. 



7  SW 1001  APX GENERATOR INTERFACE 

  Generator interface control for APX 4343R and APX 3543RPW digital image 
detectors. Allows for all generator exposure parameters to be controlled by 
dicomPACS® DX‐R software. 

8  SW 1002  APX RX DICOM SEND 

  DICOM Send Module for dicomPACS® DX‐R software for FLAATZ 750E and 560 
digital detectors. Allows for automatic distribution of images to one DICOM 
recipient.   

9  SW 1003  APX DICOM WORKLIST 

  DICOM Worklist for dicomPACS® DX‐R software for APX 4343R and APX 
3543RPW digital image detectors. 

 

SYSTEM PRICE:    $83,000.00   

Dealer price:    $69,950.00 
 

AVAILABLE OPTIONS: 
 

1  SW 1005  APX DICOM PRINT 

  DICOM Basic Print function for dicomPACS® DX‐R software for APX 4343R and 
APX 3543RPW digital image detectors. Export images to one or more DICOM 
basic print enabled printers. 

2  SW 1008  APX DICOM PAT. CD 

  Create patient CDs with images in a DICOM structure for use with 
dicomPACS® DX‐R software and APX 4343R and APX 3543RP digital image 
detectors. 

3    GENERATORS [50, 65 and 80 kW] 

4    MINI PACS 

5    BACKUP 

6    ROLL AVAY TABLE (ELEVATING or NON‐ ELEVATING) 

7    STITCHING [Z‐MOTION, DICOM PACS] 

 


